NEW SHEET 



RECEIVING INFORMATION FROM THE USER 
EQUIPMENTS IN THE FIRST CELL BY MEANS OF THE 

FIRST ANTENNA SYSTEM 



5-1 



5-2 

> 



COMMUNICATING THE INFORMATION TO THE 

SCHEDULER 



5-3 



THE SCHEDULER IDENTIFYING EACH USER 
EQUIPMENT IN THE FIRST CELL 



I 



THE SCHEDULER IDENTIFYING IN WHICH CELL 
SEGMENT EACH USER IS POSITIONED 




THE SCHEDULER ALLOTTING A FIRST TIME SLOT TO 
AT LEAST ONE USER EQUIPMENT IN A FIRST CELL 

SEGMENT IN THE FIRST CELL 
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I 



THE SCHEDULER ALLOTTING THE FIRST TIME SLOT 
ALSO TO AT LEAST ONE USER EQUIPMENT IN A 
SECOND CELL SEGMENT IN THE FIRST CELL 
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_3 



THE ANTENNA SYSTEM SENDING INFORMATION 
FROM THE BASE STATION SIMULTANEOUSLY TO ALL 
USER EQUIPMENTS ALLOTTED TO THE FIRST TIME 

SLOT 
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Fig. 5 



NEW SHEET 



THE FIRST BASE STATION OR THE SECOND BASE 
STATION RECEIVING INFORMATION FROM THE USER 
EQUIPMENTS IN THE SECOND CELL, BY MEANS OF 
THE FIRST ANTENNA SYSTEM OR THE SECOND 

ANTENNA SYSTEM 



I 
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THE FIRST BASE STATION OR THE SECOND BASE 6-2 
STATION COMMUNICATING THE INFORMATION TO 

THE SCHEDULER 



I 



THE SCHEDULER IDENTIFYING EACH USER 
EQUIPMENT IN THE SECOND CELL 



I 



THE SCHEDULER IDENTIFYING IN WHICH CELL 
SEGMENT EACH USER EQUIPMENT IS POSITIONED 



6-3 



6-4 



THE SCHEDULER ALLOTTING A FIRST TIME SLOT TO 
AT LEAST ONE USER EQUIPMENT IN A FIRST CELL 

SEGMENT IN THE FIRST CELL 



I 



THE SCHEDULER ALLOTTING THE FIRST TIME SLOT 
TO AT LEAST ONE USER EQUIPMENT IN A FIRST 
CELL SEGMENT IN THE SECOND CELL 
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Fig. 6 



